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CLEAR SPAN

17'-0" MEZZANINE

MEZZANINE STAIR#1

MEZZANINE STAIR#2

4'-0"

OPEN TO BELOW

IN THE ADD ALTERNATE, INTERIOR 

WALLS WILL TERMINATE AT MEZZANINE 

STRUCTURE / DECK. PLYWOOD LID IS 

REMOVED FROM SCOPE. CFMF 

CEILING JOISTS REMOVED FROM 

SCOPE UNLESS REQUIRED FOR 

HANGING SUSPENDED CEILINGS.

IN THE ADD ALTERNATE, INTERIOR WALLS 

WILL TERMINATE AT MEZZANINE STRUCTURE 

/ DECK. PLYWOOD LID IS REMOVED FROM 

SCOPE. COORDINATE ELECTRICAL FOR ALL 

CONDUITS, WIRING, ETC. TO RUN TIGHT TO 

THE PLAN NORTH WALL WHEN EXITING THE 

ELECTRICAL ROOM

CROSS-HATCHED AREA ILLUSTRATES THE MEZZANINE EXTENTS. STRUCTURAL STEEL 

MODULAR MEZZANINE SYSTEM EQUAL TO FS INDUSTRIES (www.fsindustries.com) OR 

BUTLER EXPRESS MEZZ SYSTEM (www.butlermfg.com) WITH TYPE SMGS MEZZANINE 

FLOORING PANEL (FOR LOADS UP TO 3500 LBS) OVER CORRUGATED METAL DECK. 

MANUFACTURER STANDARD GUARDRAIL AND STAIR SYSTEMS. LOAD CAPACITY OF 

150 PSF MAX.

FINISH IS STANDARD QUICK-DRY POLYESTER POWDER COAT FINISH WITH COLOR TO 

BE SELECTED FROM MANUFACTURER'S FULL RANGE. UNDERSIDE OF CORRUGATED 

DECK FINISH IS WHITE.

IF COLUMN FOUNDATIONS ARE REQUIRED, INCLUDE IN THE ADD ALTERNATE COSTS.

GENERAL NOTES:

COMMON PATH OF TRAVEL 

DISTANCE SHOWN WITH GREEN 

DASHED LINE IS 45'-3"

TOP OF MEZZANINE FLOOR AND 

STAIR LANDING = 12'-0" AFF

INCLUDE TWO 48" WIDE 

SWING GATES FOR FORK 

LIFT ACCESS. ONE GATE 

TO BE LOCATE ON EAST 

SIDE AND SECOND GATE 

ON THE WEST SIDE

GUARDRAIL CONTINUOUS 

AROUND INSIDE PERIMETER

AREA CALCULATION PER NCSBC SECTION 

505.2.1 EXCEPTION 2 IS 6,109 SF STORAGE ROOM 

/ 2 = 3,054 SF OF MEZZANINE ALLOWED, 3,051 SF 

IS SHOWN (INCLUDING STAIR LANDING).

127

GENERAL

SERVICES &

GROUNDS

STORAGE

FIRE PROTECTION - DELEGATED DESIGN TO ADD SPRINKLER PIPING AND HEADS 

BELOW THE MEZZANINE FLOOR STRUCTURE AND, IF NEEDED, RAISE THE BASE BID 

UPPER SPRINKLER HEADS TIGHT TO STRUCTURE.

MECHANICAL - RAISE THE BASE BID SUPPLY AIR DUCT TIGHT TO THE ROOF STRUCTURE 

ABOVE. INCLUDE COST FOR SIX 10X6 ADDITIONAL SUPPLY GRILLES TO BE INSTALLED 

BELOW THE MEZZANINE AND CONNNECTED TO MAIN SUPPLY AIR DUCT ABOVE THE 

MEZZANINE. INCLUDE COST FOR EXTENDING A 16X14 SUPPLY DUCT 34 FEET ALONG 

THE PLAN EAST WALL OF THE MEZZANINE.

ELECTRICAL - INCLUDE THE COST FOR TWENTY-TWO (22) ADDITIONAL A2 LIGHT 

FIXTURES BELOW THE MEZZANINE AND, IF NEEDED, RAISE THE BASE BID STORAGE 

ROOM LIGHT FIXTURES TO 24 FEET ABOVE GROUND FLOOR.

MEP SYSTEM NOTES:

2'-0" 27'-0" 27'-0" 27'-0" 36'-0" 36'-0" 27'-0" 27'-0" 27'-0" 2'-0"

238'-0" ROOF ABOVE
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ELEVATION / SECTION VIEW

COAT FRAME FROM 

FOUNDATION UP TO 1'-6" ABOVE 

PAVING WITH (2) LAYERS OF 

BLACK ASPHALTUM PAINT TO
P
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DELEGATED DESIGN FOR 

CONCRETE FOUNDATION

BASE BID ASPHALT PAVING

DRIP EDGE / FASCIA 

TRIM AT ALL ROOF 

EDGES, NO GUTTER

THROUGH-FASTENED METAL ROOF SYSTEM EQUAL TO 

BUTLER MANUFACTURING'S BUTLERIB II ROOF SYSTEM 

WITH STAINLESS STEEL "SCRUBOLT" FASTENERS WITH EPDM 

WASHERS. BUTLER-COTE ROOF FINISH SYSTEM WITH 

COLOR SELECTED FROM MANUFACTURER'S FULL RANGE

BASE BID REFER TO CIVIL DRAWINGS FOR 

CURB, GUTTER, AND EDGE OF PAVEMENT

BASE BID PARKING SPACE STRIPING

PEMB FRAME / COLUMNS TYP.

STRIPING FOR TRAILER STORAGE 

PARKING SPACES

BASE BID EDGE OF PAVEMENT

PREENGINEERED METAL BUILDING SYSTEM FOR TRAILER 

STORAGE SHELTER. COLUMN/FRAME SPACING SHOWN 

CAN VARY IF LARGER SPACINGS WILL OPTIMIZE THE 

SYSTEM. COLUMN SPACING MUST CORRESPOND WITH 

THE TYPICAL PARKING SPACE MODULE OF 9'-0" WIDTH. 

BRACING CAN BE INSTALLED ON THE PLAN SOUTH WALL 

AND/OR RUN NORTH/SOUTH BETWEEN COLUMNS. 

ONE PAINTED STEEL BOLLARD AT EACH 

COLUMN/FRAME. IF COLUMN/FRAME FACE 

WIDTH EXCEEDS 6 INCHES, INCREASE BOLLARD 

DIAMETER TO MATCH. REFER TO CIVIL 

DRAWINGS FOR TYPICAL BOLLARD DETAIL

IF 36'-0" WIDTH EXCEEDS THE OPTIMAL SPACING, 

CHANGE BOTH TO 27'-0" WIDE WITH A TWO-BAY 

18'-0" WIDE SECTION AT THE CENTER BETWEEN

PLAN VIEW

PRIMED AND PAINTED 

PEMB STRUCTURE
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